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m Area Luminaire range

50W-200W

Product information

With high output and low energy costs M-Elec introduces ROX 50-
200W area luminaires. Featuring a spigot mount adapter for multiple
installations in one and allowing for an easy access for termination and
future maintenance. With adjustable dimmable driver the ROX is perfect
for remote locations and industrial parks.

*OPTIONAL PE CELL ACCESSORY SOLD SEPARATELY

{

OUR 50W-200W Available in 3000K, 4000K, 5000K, 5700K

year warranty

ROX-50 - 100W

ROX-150 - 200W

TECHNICAL INFORMATION

ML-ROX-50-3K-PE-BK
ML-ROX-50-4K-PE-BK
ML-ROX-50-5K-PE-BK
ML-ROX-50-6K-PE-BK

ML-ROX-100-3K-PE-BK
ML-ROX-100-4K-PE-BK
ML-ROX-100-5K-PE-BK
ML-ROX-100-6K-PE-BK

ML-ROX-150-3K-PE-BK
ML-ROX-150-4K-PE-BK
ML-ROX-150-5K-PE-BK
ML-ROX-150-6K-PE-BK

ML-ROX-200-3K-PE-BK
ML-ROX-200-4K-PE-BK
ML-ROX-200-5K-PE-BK
ML-ROX-200-6K-PE-BK

Total Power: 50W 100W 150w 200W

Lumen Output: up to 6696Im up to 12481im up to 19803Im up to 24299Im

Colour Temp: 3000K/4000K/5000K/5700K

IP Rating: IP65

Efficacy: up to 134Im/w | upto upto 124Im/w | upto 129Im/w | up to 126Im/w

CRI: >70

Input/ Inrush Current : 0.2A/20A | 0.43/60A | 0.65/60A | 0.85A/60A

Frequency 50/60 Hz

Beam Angle: TYPE 1l(80x140°)

Temp Range: -40°C~ + 40°C

Dimmable: Yes, 0/1-10V

Power Supply: Towin Dimming built-in driver

Average Life: 50,000 hrs**

Power Factor : >0.9

IK Rating IK10

Dimensions: (L)B06 x (W) 235 x (H) 158mm 686x309x164

Weight: 4kg | 4.1kg 5.9kg 6.1kg

Warranty: 7 Years

Kit Includes 1xROX, 1 x Adjustable spigot bracket, 1 x user manual, 2 x 3 pole ML -LOX connectors, 1 x 5 pole ML-LOX connec-
tors

*Total power consumed including driver
** Average life is calculated on expected average lifespan

T. 1300 222 445 | www.melec.com.au For further information about our Warranties please go to: melec.com.au/legal/warranties
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50W Area Luminaire

AVAILABLE TO ORDER

ML-ROX-50-3K-PE-BK
ML-ROX-50-4K-PE-BK
ML-ROX-50-5K-PE-BK
ML-ROX-50-6K-PE-BK

l year warranty
TECHNICAL INFORMATION
ML-ROX-50-3K-PE-BK ML-ROX-50-4K-PE-BK ML-ROX-50-5K-PE-BK ML-ROX-50-6K-PE-BK
Total Power Consumed 50W*
Inrush Current 20A
Operating Current 0.2A (@ 230V)
Efficacy 129Im/W 130Im/W 131Im/W 134Im/W
Lumen Output 6478Im 6525Im 6555Im 6696 Im
Colour Temperature 3000K 4000K 5000K 5700K
Dimmable YES - 0/1-10V
Power Factor >0.9
Impact Rating IK10
Temperature Range -40°C~ +40°C
IP Rating IP65
CRI >70
Beam Angle TYPE11(80x140°)
Average Life 50000 hours**
Power Supply Towin Dimming built-in driver
Product dimensions L:606mm x W: 235mm x H: 158mm
Weight : 4kg
Warranty 7 Years
Kit Includes 1xROX, 1 x Adjustable spigot bracket, 1 x user manual, 2 x 3 pole ML -LOX connectors, 1 x 5 pole ML-LOX
connectors

*Total power consumed including driver
** Average life is calculated on expected average lifespan

T. 1300 222 445 | www.melec.com.au For further information about our Warranties please go to: melec.com.au/legal/warranties



IES & PHOTOMETRICS

50W Area Luminaire

Distim] Enadir(lx) DR/DV_E[m] 5_B{sq.m) Eav_B(lx}
10 E93.62 173809 254 12374
20 22340 34611648 1017 30.54
0 99,20 5.20/25.28 1288 13.7§
40 55,55  6.93/32.37 6.7 Tu73
== 50 3574 8.66/4046 6355 4,85
3K | 6.0 2481 30.39/48.55 81851 3.44

=he 4 7.0 1824 12.33/S6.66 12455  2.63

8.0 13.98  13.BE/E4.74 18258 1.83

a | B o X 11,03 15.59/72.83 20589 1.53

|
i L300 B84 IT3E09 I5418 134 15 o 15 Unit: ed

‘Dv  Beam Angle(E): HELE V152.2 Field Angh(F): H127.9 V152.8

Average Diffuse Angle(50%): 117.0°
C0-C180 ——CO0-C270 —— G69

165__180 165
Sistim) Enadinix) Bh/Bv_B{m} S_Bisq.m] Eav_B{lx} i
1.0 990.37  1.59/8.21 200 99.60
20 247.59 3.19/1642 1199 24.90
0 110.04 4.78/24.63 2698 11.07
40 61,90 6.38/3284 4796 G.23
i 4 5.0 39,61 7.97/41,06 7454 398
4 K = T d 6.0 27.51 9.56/49.27 1079.1 237

§ 1 L 7.0 20,21 11.16/57.48 1468.7 203

B0 1547 #_1918.3 156

L 9.0 1223 14.35/73.90 24279 1,23

[ L 100 w80 15.94/83.11 29974 1.00 15 o 1 Unit: cd

Dv Bﬂ Angle(B): H77.1 V152.6 Field Angle{F): H134.7 V163.5
sl e pnad) Average Diffuse Angle(50%): 114.9°

= C0-C180 =—=C90-C270 =— G70

180

——

Dist{m} Enadir{ix) Dh/Dv_B{m) S _B{sq.m) Eav_B{lx)
1.0 952,50  1.60/8.20 8.4 106,33
2.0 238,13 3.20/16.40 1138 26.58
3.0 105,83 4.80/24.60 286.0 11.81

= 40 5951 E£40/3280 4551 665

5 K i | 50 3810 B.00/41.00 7111 4,25

. — = 6.0 2646 9.60/49.20  1024.0 295

7.0 1944 11.20/57.39 13937 247

8.0 14.88 12.80/65.59 1820.4 1.66

2.0 11.76  14.40/73.79 2303.9 1.3

) 15 g 15 Unit: cd

=] g [ 1200 9.52 16008199 28443 1.0

Ov  Beam Angle(B): H77.3V152.6 Fiald Angle(F): H132.5 V163.2 Average Diffuse Angle(50%): 115.00

= C0-C180 =——=C90-C270 =— GE67

Disvim) Enadie(lx) Dh/Dyv_B{m) 5_B(sq.m) Eay_Blx)
10 95112 18760 241 13373
2.0 237.78  3.78/15.19 96.3 3343
Lt 3.0 10568 567/22.79 2167 1486
4.0 §9.44  7.86/30.39 IB5.2 836
j y 54 3804 9453799 6009 5.35
6K T 1 6.0 2642  11.34/45 58 866.7 3.7
7.0 19.41  13.24/53.18 1179.7 273

1] 14.86 15138078 15408 209

8.0 1174 17.02/68.38 1950.1 165

Dhe— " = [7° L1000 951 18.91/75.97 2407.6 134 15 0 is Unit: cd

Dv  Beamn Angle{B): HE6.B V150.5 Field Angle(F): H127.4 V161.4

Average Diffuse Anale(50%): 118.6°
C0-C180 ——(C90-C270 —— G68

T.1300 222 445 | www.melec.com.au For further information about our Warranties please go to: melec.com.au/legal/warranties
Data subject to change at any time



100W Area Luminaire

ML-ROX-100-3K-PE-BK
ML-ROX-100-4K-PE-BK
ML-ROX-100-5K-PE-BK
ML-ROX-100-6K-PE-BK

l year warranty
TECHNICAL INFORMATION
ML-ROX-100-3K-PE-BK | ML-ROX-100-4K-PE-BK | ML-ROX-100-5K-PE-BK | ML-ROX-100-6K-PE-BK
Total Power Consumed 100W*
Inrush Current 60A
Operating Current 0.43A (@ 230V)
Efficacy 119Im/W 121Im/W 123Im/W 124Im/W
Lumen Output 11927 Im 11951Im 12308Im 12481Im
Colour Temperature 3000K 4000K 5000K 5700K
Dimmable YES - 0/1-10V
Power Factor >0.9
Impact Rating IK10
Temperature Range -40°C~ +40°C
IP Rating IP65
CRI >70
Beam Angle TYPE11(80x140°)
Average Life 50000 hours**
Power Supply Towin Dimming built-in driver
Product dimensions L:606mm x W: 235mm x H: 158mm
Weight : 4.1kg
Warranty 7 Years
Kit Includes 1xROX, 1 x Adjustable spigot bracket, 1 x user manual, 2 x 3 pole ML -LOX connectors, 1 x 5 pole ML-LOX
connectors

*Total power consumed including driver
** Average life is calculated on expected average lifespan

T. 1300 222 445 | www.melec.com.au For further information about our Warranties please go to: melec.com.au/legal/warranties



IES & PHOTOMETRICS

Dv  Beam Angle(B): H108.6 V154.1 Field Angla(F): H147.3 V1674

Ov  Beam Angle(8): H115.1 V157.8 Flald Angle{F): H145.1 V168.0

O Beam Angle(B): H120,3 V1558 Field Anghe(F): H151.6 W167.0

aK
5K
6K

Dv  Beam Angle(Bl: H112,0 V155.0 Fleld Angle(F): H145.4 V166.6

100W Area Luminaire

Dist{m) Enadir{lx} Dh/Ov_B{m) $_B{sq.m) Eav_B{kx)

, 10,0

231369 2.78/8.71 28.4
578.42 5.57/17.42 1136
257.08 8.35/26.13 2557
144,61 11.14/34.84 4545
92,55 13.92/4355  710.2
64.27 16.71/52.36 1023.7
47.22 19.45/60.96 1392.0
35,15 22.2B/69.67 1818.1
26.56 25.06/76.38 2301.0
25.14  27.84/87.09 2B40.8

168.17

42.04

18.65

10.51

@73

467

343

263

2.08

168

Digtim) Enadirlx) DR/Dv_Bim) 5_B(sq.m) Eay_B{lx}

9.0

L 10.0

240182 3.15/10.22 332
60048 6.29/20.43 1330
266.88  9.44/30.65 299.2
150,12 12.59/40.86 5319
96,08 15.73/51.08 8311
66,72 18EB8/61.29 11968
45.02  22.03/71.51 16289
3753 25.%81.72 21276
20065 28.32/91.94 26927

24.02 31.47/102.16 33244

146.28

36.57

16.25

214

5.85

1.81

1.46

Dist{m) Enadirlix) Bh/Bv_B{m) § Bisq.m) Eav_B{i]

1.0

2.0

3.0

4.0

8.0

50

L 10.0

Dist{m) Enadirlx) Oh/Dyv_B(m) 5_B(sq,m] Eav_B[Ix)

| 10.0

227313 3.45/9.33 6.3
56828 697/16,65 1452
252.57 10.46/27.98 3266
142,07 13943731  S80.7
90,93 17.43/46.63 9073
63,14 20915596 13066
46,39 24.40/65.29  1778.4
3552 27.84/74.61 23228
2806 31378334 29998
2273 348509327 36293

241567 2.97/9.01 30.9
603,92 5931802 1238
268.41 8.00/27.04  I7RS
150.58 11.B6/36.05 455.0
96.63 14.B3/4506 7735
67.10 17.74/54.07 1113.8
49.30  20.TE/6I.09 15161
3774 23 THTII0 1580.2
29,92 26.69/61.11 2506.1
24.16  29.65/80.12  3094.0

138.83
34,71
15.43
.68
5.55
EN-1)
2.83
217
1.7

1.3%

160,62
40,16
17.85
10.08
642

446

1.61

Unit: ed

Average Diffuse Angle{50%): 131.4°
— C0-C18) =—CO)-C27( — G55

Unit: cd

Average Diffuse Angle(50%): 136.5°
C0-C180 ——C90-C270 G57

180

165
150 T
\

e

pe?
1357\ AT~/
,

\ /
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\—-
\

Average Diffuse Angle(50%): 138.0°
C0-C18Q0 =——(90-C270 = G71

165
150 1
4
135N,

A /
120}&/ \-,__

Unit: ed

Average Diffuse Angle(50%): 133.5%
= (C0-C180 =—=C90-C270 =— G58

T.1300 222 445 | www.melec.com.au

For further information about our Warranties please go to: melec.com.au/legal/warranties
Data subject to change at any time



150W Area Luminaire

ML-ROX-150-3K-PE-BK
ML-ROX-150-4K-PE-BK
ML-ROX-150-5K-PE-BK
ML-ROX-150-6K-PE-BK

l year warranty
TECHNICAL INFORMATION
ML-ROX-150-3K-PE-BK | ML-ROX-150-4K-PE-BK ML-ROX-150-5K-PE-BK ML-ROX-150-6K-PE-BK
Total Power Consumed 150W*
Inrush Current 60A
Operating Current 0.65A (@ 230V)
Efficacy 123Im/W 129Im/W 126lm/W 129Im/W
Lumen Output 18769Im 19419Im 19605Im 19803Im
Colour Temperature 3000K 4000K 5000K 5700K
Dimmable YES - 0/1-10V
Power Factor >0.9
Impact Rating IK10
Temperature Range -40°C~ +40°C
IP Rating IP65
CRI >70
Beam Angle TYPE11(80x140°)
Average Life 50000 hours**
Power Supply Towin Dimming built-in driver
Product dimensions L: 686 x W: 309 x H:164mm
Weight : 5.9kg
Warranty 7 Years
Kit Includes 1xROX, 1 x Adjustable spigot bracket, 1 x user manual, 2 x 3 pole ML -LOX connectors, 1 x 5 pole ML-LOX
connectors

*Total power consumed including driver
** Average life is calculated on expected average lifespan

T. 1300 222 445 | www.melec.com.au For further information about our Warranties please go to: melec.com.au/legal/warranties



IES & PHOTOMETRICS

150W Area Luminaire

Dist{m) Enadir(he) DR/Dv_B(m) 5_B{sq.m) Eav_BJ{lx)

1.0 3824.83  2.29/9.51 196 28015
20 956,21 4591901 1183 6504
3.0 42498 6.88/28.57 2662 18]
40 231905 9.18/380 4712 6.26
3 K 50 15299 11474753 7394 10,41
60 10625 1377/57.04 10648  7.23

7.0 TEOE 16066554 14493 53
B0 55,76 1B.3&7605 18910 408
L 9.0 47.22 20.65/85.55 23958 321
oy 100 LIS 3294/85.06 29578 260 Unit: ¢d

Dv  Beam Anghe(B): HS7.8 V156.2 Field Angle(F): H149.1 V1718

Fiux Quti B337.49im

1.0mT653.91/ 4314 000x

2.00m / 3,145 m

2.0m 63,48/ 107859
3.0m 19496/ 475.341x
a.0m il_f,i__a'.!_r_:lﬁc_;s_\:_:

S50m J05.16/ 172.560x

4,00m/ 12.57am

5.00m | 38 275g.m

8.00m / 50.727sg.m |

10.00m / 78 545g.m

5.0m | 73.72f 118841

12.00m / 113.108q. ™

Average Diffuse Angle(50%): 127.0®
C0-C180 =—C90-C270 —— G65

4K

F.0m | 5416/ 88,04k — 14.00m / 153 5dsg.m

I
f

!

10.0m | 26,547 43, 1db !

\

/

12.0m | 19.43f 39,96k _ 24.00m j 452 3eq.m
\

f

4
|

20.00m § 314, 165q.m

|

\

!

/
15.0m | n.sn;_-_o.m.. 30.00m J 7058650, m

Height  Awg./Nadir, E

Flux Out: 9130930
1002906, 47, 4998 711x

2.0m 726,62 1249.68h:

Beam Angle:94.0°

Diamater / Area

2,00 § 3,148q,m

4.00m § 12.578g.m

3.0m 322.94/ 55541k

&.00m j 28, 37wg.m

4.0m 18165 312 426 S B.00m ¢ 50,27sq,m
[ 1
5.0m 116,26/ 199,95k _L 10,00m ¢ 78, 5454,
I
6.0m | 80,740 138,850 — 12,00m £ 113.1080,m
] |
7.0m | 59,32 102,01k '—‘ 14.00m / 153.9455.m
| )
) \\.
.'I '\
1000m | 29,06/ 49,59 _ 20,00m { 314,16sq,m

[}

120m | 20,3 Tk 24.00m / 452 35s5.m
f \

|

f

\

\

Average Diffuse Angle{50%): 102.9°
— C0-C180 —C90-C270 —— G60

~—.

. S B
~L101

15 0 S

15

30
Unit: cd

f{
\
/
150m | 12,92/ 22‘.22Ix- 30.00m / 706.8645.m
I \
i

Height  Avg.fNadir. E Beam Angle:80.0% Diameter / Arca

Flux Cut: $650,17%m

5.0m §10.65¢ 166 06k 10.00m / 78.5450.m

LOM6E 17/ 465190t .ﬁ'\ 2,000 { 31453,

2.0m ED154F 1163850 .‘I'-J' &.00m / 13.5750.m

3.0m {07357 516 820 JLo LY 6.00m / 28.37sg.m

4.0m p72 897 250.711x L—-_|t &.00m / 50.37sg.m
J' |

—
7.0 | 56,45/ 84,03 L_\\,
[

6K [

)

10.0m | 27 667 48 S1ix - 20.00m / 314 l6sg.m

f \

{ |

12.0m | 19,21/ 37,300 -
f

| |

| \

15.0m | 12.297 20.67! _! 30.00m / 706 B55q.m

Height Mg, iNadir B Bueam Angle-50.0%

6.0m | 75 847 129.211x 12,000/ 113.1059.m

14,006 / 153, M3q.m

24,00 £ 453 33q.m

Drameter [ Ares

Average Diffuse Angle(50%): 105.9°
C0-C180 =———C80-C270 —— G56

15 0 15 Unit: ¢d
Average Diffuse Angle(50%): 105.7°

C0-C180 ——C90-C270 —— G59

T.1300 222 445 | www.melec.com.au

For further information about our Warranties please go to: melec.com.au/legal/warranties

Data subject to change at any time



200W Area Luminaire

ML-ROX-200-3K-PE-BK
ML-ROX-200-4K-PE-BK
ML-ROX-200-5K-PE-BK
ML-ROX-200-6K-PE-BK

l year warranty
TECHNICAL INFORMATION
ML-ROX-200-3K-PE-BK | ML-ROX-200-4K-PE-BK | ML-ROX-200-5K-PE-BK | ML-ROX-200-6K-PE-BK
Total Power Consumed 200W*
Inrush Current 60A
Operating Current 0.85A (@230V)
Efficacy 117Im/W 124Im/W 126lm/W 125Im/W
Lumen Output 23390Im 23395Im 23999Im 24299Im
Colour Temperature 3000K 4000K 5000K 5700K
Dimmable YES - 0/1-10V
Power Factor >0.9
Impact Rating IK10
Temperature Range -40°C~ +40°C
IP Rating IP65
CRI >70
Beam Angle TYPE11(80x140°)
Average Life 50000 hours**
Power Supply Towin Dimming built-in driver
Product dimensions L: 686 x W: 309 x H:164mm
Weight : 6.1kg
Warranty 7 Years
Kit Includes 1xROX, 1 x Adjustable spigot bracket, 1 x user manual, 2 x 3 pole ML -LOX connectors, 1 x 5 pole ML-LOX
connectors

*Total power consumed including driver
** Average life is calculated on expected average lifespan

T. 1300 222 445 | www.melec.com.au For further information about our Warranties please go to: melec.com.au/legal/warranties



IES & PHOTOMETRICS

200W Area Luminaire

Flux Out: 9085.0dim

]
1.0erifi9 1 BE/ 4523 56l 'll L1 2.00m [/ 3.1453.m
73
2.0 P22.96) 11308% = 4.00m [ 17.57q,m
3.0en J21.32/ 502.621% :: e .00 [ 28.27sq.m
|
4.0m .INf.‘.Tﬂa' 282,72 L__\‘ B.00m [ 50.27sq.m

£.0m L1567 180980 10.00m [ 78.545g.m

3K

| i‘.l 15 g 15 Unit: cd
15.0m | 1285/ zo.mm. 30.00m 706 885q.m
| ! Average Diffuse Angle(50%): 132.8°
Height  Awvg./Madir. £ Besn Angle:90.0° ismeter / Area CO-C180 C90-C270 G66

Flux Out: ¥547.47m

1.0maP39.05) 4708, 2480 Jl"n 2.00m /3. 145g m
2.0m [PS9,76/ 1177,081 _ 400m g 12.578am
T
A0 13260 820,150 ) £.00% ¢ 28, 2/65.m
2.0m LER.94 294.270 S 8.00m 4 50.2753.m
! )
5.0 121,56/ 188,330 — £0.00m / 78.5450.m
B.0m [ B4.427 130,754 l'l_‘\ 12.00m 4 113.10%q.,n
| |
0w | 62.02/ 96091 _ 14.00m / 183.9450.m
f 4
4K f
/ \
10.0m [ 30.35) 47 08/ 20.00m 4 314.1 Lm
1
/ Y
120m A,mun_{_\_aw.v_
{ | Unit: cd
/ U
.' | i i °
| [ B Sy e Average Diffuse Angle(50%): 132.3
I - | C0-C180 ——C90-C270 —— Gb2

Hggnt Awg.Nadir, E Boam Angle:90.0% Drameter [ Area

Fiyx Qut; 9656.06m

Il
L.Ow30 7387/ 4654.620 I;E.‘ 2.00m ; 3.1439.m
2.0m PEB.AT/ 1163 0k : \ 4.00m j 12.57sq.m
[
J_-_-III 6.00m / 28.2Tsq.m

0w J41.54/ 517,200

|
,#_-\48 00m /502 Tsqm |

5.0m 122,95/ 186.190 A 10.00m ; 78.5455.m
/

4.0 192,12/ 260,30

|
Goen | BS. 3% 139,305 I} \ 12.00m / 113 10sq.m
| ]

o 627395000 /. 14,00m ) 1539450,
\
5K / \

f \
10.0mm | 30.74f 46,550 _ £0.00m: / 314, 1mg.m
/ \
12.0m L&m}_}_ﬂx—“_mﬁmm—
{
/ \"
15.0m | 1365 ZD.QEIxI-I" 30.00m j 706.B5sam | Average Diffuse Angle(50%): 133.0°
L L nt -
Height  Avg./Naci. £ Beam Angle :93,0¢ Diameter J Args C0-C180 =—C90-C270 -—— G69

Distm] Enadir(x) Ch/Ov_B{m]} 5_B(sq.m) Eav_B{ix)
1.0 475387 260/9.10 7.2 373.49

2.0 1188.47 5.1%18.20 108.9 93.37

30 52821 F7HITI0 2450 4150
f=— A0 29712 10.3%365.41 4355 7334

6K —f—=i 5.0 19015 1298/45.51 6804 1494
o 60 13205 15585461 9798 1037

J 70 97.02 1B1B6IFL 13336 7.62

8.0 7428 20.77/72.81 17419 584

S8.60 2337/81.91 2204.6 4,61

Unit: ed

—-l1w0  a754 2semenme wmy 3nm
“Dv Beam Angle(B): H104.8 V155.2 Field Angle(F}: H145.0 V170.0 Average Diffuse Angle(50%): 130.0°

C0-C180 =—(C90-C270 =— GE6

T.1300 222 445 | www.melec.com.au For further information about our Warranties please go to: melec.com.au/legal/warranties
Data subject to change at any time



PRODUCT DIMENSIONS: ROX 50 & ROX 100

< 606MM >

158MM

(J65.5MM

T. 1300 222 445 | www.melec.com.au For further information about our Warranties please go to: melec.com.au/legal/warranties



PRODUCT DIMENSIONS: ROX 150 & ROX 200
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WIRING DIAGRAM

Photosensor
[optional)

Optional dimming
I (HOWPWMVE)
Line (Black) |

Neutral (White) |
L out (Red)
L."_‘]:)
[ Line (brown) I DIM-
2 = (Grey) or tPinky
| DiM+{Purple)
i H Neutral (blue) VO+
L . Factory wired vo-
LED to driver
Grounding (Yellow/green)
(Chassis earth)
INSTALLATION - MOUNTING
1 Choose your preferred installation method: Horizontal (Fig.1) Vertical (Fig.2).
2. Loosen the two screws which are pre-installed on the mounting bracket to fix fitting. (Fig.3)
3. Install the product on the pole tighten screws and ensure fitting is secure (Fig.4).
4. Adjust the angle of the fitting (maximum adjustment is 15 degrees upward or downward (Fig.5).
5. Open the back cover using the support rack to support the back cover in the open position (Fig.6) Wire the fitting in accordance with
Australian Standards and in accordance with the wiring schematic provided.
6. Secure the back cover ensuring all gaskets and seals are in place (Fig.7)
7. Install the shorting cap securely, ensuring that the NEMA port is covered tomaintain IP65 rating. (Fig.8)
FIG 1 FIG 2 FIG 3 FIG 4
— 25
FIG5
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ACCESSORIES

m Area luminaire

3 Pin PE Cell

ML-NEMA-PE

Compatible with:

ML-ROX-50

ML-ROX-100
ML-ROX-150
ML-ROX-200
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TECHNICAL DATA

MODEL ML-NEMA-PE
Rated voltage 120-277VAC
Rated frequency 50/60Hz
Relay 15A
1000W Tungsten

Rated loading

1800 VA Ballast
S8A@120VAC/5A@208-277V e-Ballast

Power consumption

3W

On/off level 10-20Lx turn on / 30-60Lx turn off
Ambient Temp. -20°C~ +45°C
Relative humidity 96%
Dimensions @84x66mm
Weight approx. 0.1kg
Pollution degree micro. 2
Pollution degree macro. 2
Rated ims;ltsaeg \évithstand 2500V
Overvoltage category Category I
Type and/or 90nnection of Single pole
switch
Configuration of switching Electronic switch with SD with parallel
device mechanical switching device
PTI 175V
Glow-wire temperatures 850°C
COOLING CONDITION Not requiring forced cooling
IP Rating IP65
Protection Class Class|
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PLEASE NOTE!

MUST BE INSTALLED BY A LICENSED ELECTRICIAN

Wire according to connection diagram correctly.

Read instructions carefully before attempting to install the fitting. Retain this guide for future reference

Disconnect power before installing or servicing

This fitting is for outdoor use and should not be used in areas with limited ventilation or high ambient temperatures
Do not extend low voltage cables from the output of power supply

All components must not be mechanically stressed

Be careful not to damage or destroy conductive paths on the circuit board

Follow all relevant electrical and safety standards (including AS3000)

Correct electrical polarity must be observed as the wrong polarity may destroy the product and is not covered
under warranty

Damage by corrosion will not be honoured as a material defect claim. It is the user’s responsibility to provide suitable protection against
corrosive agents such as moisture, condensation and other harmful elements
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FREE ONSITE WARRANTY FOR 3 YEARS
INCLUDES PARTS & LABOUR

In conjunction with your standard proauct warranty
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