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TEST - TEST PUSH BUTTON MOUNTED ON THE DISTRIBUTION BOARD ESCUTCHEON.

RESET - RESET PUSH BUTTON MOUNTED ON THE DISTRIBUTION BOARD ESCUTCHEON.

LAMP - AMBER TEST INDICATING LAMP MOUNTED ON THE DISTRIBUTION BOARD
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Ta — ADJUSTABLE 0-3 HOUR TIMED RELAY.
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POLE ADJACENT s ) » NOTES
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; 1. THE EMERGENCY LIGHT UNSWITCHED ACTIVE / GENERAL LIGHTING
= SWITCHED ACTIVE CIRCUIT ARRANGEMENT AND CONTROL IS TYPICAL
SCHEMATIC SCHEMATIC FOR ALL CIRCUITS SUPPLYING EMERGENCY LIGHTS.

POWER CONFIGURATION
NOT TO SCALE

EMERGENCY LIGHTING
NOT TO SCALE

2. PROVIDE ADDITIONAL CONTROL RELAYS (CRx) CONFIGURED AS
PER CRa AND CRb FOR ALL ADDITIONAL LIGHTING CIRCUITS THAT
SUPPLY LIGHTS IN THE VICINITY OF THE EMERGENCY LIGHTS.
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CONFIRM COLOUR OF ALL

"CEIL” OUTLETS ON SITE.

PROVIDE A FLUSH RECESSED "FLOOR BOX”

PROVIDE SUPPORT WITHIN THE
CEILING SPACE FOR THE "CS”
OUTLET AS PART OF THE
ELECTRICAL SUBCONTRACT.

WHEN INSTALLING THE ”CS”
OUTLET CONFIRM THE LOCATION
OF THE CEILING ACCESS WITH

‘\ PoH

THE BUILDER ON SITE.
CARD WIRE AS PART OF THE ELECTRICAL SUBCONTRACT.
SUBMIT DETAILS FOR APPROVAL.
HAND DRYER /( COORDINATE THE RECESS WITH THE , CONF IRM COLOUR OF ALL
STRUCTURE ON SITE OBTAINING APPROVAL BULKHEAD™ OUTLETS ON SITE.
| FROM THE STRUCTURAL ENGINEER.
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