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TEST  - TEST PUSH BUTTON MOUNTED ON THE DISTRIBUTION BOARD ESCUTCHEON. RESET - RESET PUSH BUTTON MOUNTED ON THE DISTRIBUTION BOARD ESCUTCHEON. LAMP  - AMBER TEST INDICATING LAMP MOUNTED ON THE DISTRIBUTION BOARD ESCUTCHEON. Ta    - ADJUSTABLE 0-3 HOUR TIMED RELAY. Tb    - 15 MINUTE RUN-ON TIMER TO OPERATE UPON THE RETURN OF MAINS POWER. Cx   - CONTACTOR x. CRx  - CONTROL RELAY x. Rx    - RELAY x.
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PROVIDE A FLUSH RECESSED "FLOOR BOX" AS PART OF THE ELECTRICAL SUBCONTRACT.  SUBMIT DETAILS FOR APPROVAL.  COORDINATE THE RECESS WITH THE STRUCTURE ON SITE OBTAINING APPROVAL FROM THE STRUCTURAL ENGINEER.

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
BH

AutoCAD SHX Text
CONFIRM COLOUR OF ALL "BULKHEAD" OUTLETS ON SITE.

AutoCAD SHX Text
THE MOUNTING ARRANGEMENTS AND OUTLETS SHOWN ON THIS DETAIL ARE GENERIC AND MAY NOT BE REQUIRED ON THIS PROJECT.

AutoCAD SHX Text
200

AutoCAD SHX Text
CABLE ENTRY TO MANUFACTURERS SPECIFICATIONS

AutoCAD SHX Text
FLOOR

AutoCAD SHX Text
CEILING

AutoCAD SHX Text
15A MECH.

AutoCAD SHX Text
HARD WIRE HAND DRYER

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
F

AutoCAD SHX Text
CONSTRUCTION

AutoCAD SHX Text
21/12/2023


