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Ripple Wall or Ceiling Light / 5 Colours

Description

Meet Ripple, RBW’s new sconce and flush mount
collection distinguished by its substantial solid glass
shade. A unique texture of raised, concentric rings brings
to mind ripples coursing along the surface of water. As a
nod to the iconic Crisp and Dimple collections, Ripple’s
subtle, ridged texture offers a distinct, versatile design,
ideal for both sconce and flush mount applications. The
substantial, solid glass shade is available in a compelling
variety of finishes that range in both colour and opacity.
The backplate offers distinct finish options as well, adding
subtle inflections to the light.

Brand: RBW - Rich Brilliant Willing

Please contact us on (02) 6680 7007
or info@creativelightingsolutions.com.au for pricing and
to process your order.

Specifications




Selections: 5 Glass Colours | 2 Backplate Finishes | 3
Colour Temps | Dimming Options

Installation: Wall | Ceiling
Application: Interior | Exterior

Materials: Cast Solid Glass | Anodised Aluminium LED
housing

Glass Colours: White Interior | Frosted | Smoked | Copper
Exterior | Jade

Backplate Finishes: Natural Anodised | Black Anodised

Colour Temps: 2700K Warm White | 3000K Soft White |
3500K Neutral White

Dimensions: @ 134mm x D 82mm
IP Rating: |IP-65

Light Source: LED

Power Consumption: 10W

Lumens: White 390 Im | Frosted 697 Im | Smoked 341 Im |
Copper 66 Im | Jade 414 lm

LED Lifespan: 50k Hours
CRI: CRI >90

Driver Included: Yes

Power: 220-240V | 110-120V

Dimming: Phase Dim | TRIAC Dimmable | DALI 1-10V

Lead Time: 6-8 weeks k D
-









