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ELECTRICAL EQUIPMENT SCHEDULE

REVISION B  -  16 NOVEMBER 2023

TYPE LAMPS DESCRIPTION COLOUR / ACCESSORY CATALOGUE No REV

L1 36W LED 4000K

1200 LONG SURFACE MOUNTED IP65 DIFFUSED BATTEN 

C/W INTEGRAL ELECTRONIC CONTROL GEAR AND 

AS2293 NON MAINTAINED EMERGENCY PACK.  "WM" 

DENOTES FITTING TO BE WALL MOUNTED AS HIGH AS 

PRACTICAL.

LIGHT GREY

GAMMA 

ILLUMINATION  

STORM 1558-CCT-

36W

B

L2 36W LED 4000K

1200 LONG SURFACE MOUNTED IP65 DIFFUSED BATTEN 

C/W INTEGRAL ELECTRONIC CONTROL GEAR.   "WM" 

DENOTES FITTING TO BE WALL MOUNTED AS HIGH AS 

PRACTICAL.

LIGHT GREY

GAMMA 

ILLUMINATION  

STORM 1558-CCT-

36W

B

ONE-WAY LIGHT SWITCH   MOUNTED AT 1000mm AFFL 

UNLESS NOTED OTHERWISE.                
GREY

CLIPSAL                      

"56  SERIES"   
A

ONE-WAY LIGHT SWITCH  C/W LED INDICATOR THAT 

ILLUMINATES WHEN THE SWITCH IS ON   MOUNTED AT 

1000mm AFFL UNLESS NOTED OTHERWISE.                

GREY
CLIPSAL                      

"56  SERIES"   
A

TWO -WAY LIGHT SWITCH   MOUNTED AT 1000mm AFFL 

UNLESS NOTED OTHERWISE.                
GREY

CLIPSAL                      

"56  SERIES"   
A

IP54 WEATHERPROOF SINGLE / DOUBLE POWER 

OUTLET AS NOTED ON DRAWING C/W COVER FLAP 

OVER SOCKET.  MOUNT AT MINIMUM 1000mm AFFL 

U.N.O.  RATING 10A U.N.O.

-
CLIPSAL                        

WSC227/1
A

IP54 WEATHERPROOF DOUBLE POWER OUTLET C/W 

COVER FLAP OVER SOCKET.  MOUNT AT MINIMUM 

1000mm AFFL U.N.O.  RATING 10A U.N.O.

-
CLIPSAL                        

WSC227/2
A

SINGLE-PHASE WEATHERPROOF ISOLATOR.  MOUNT 

AT 1000mm AFFL U.N.O.  RATING 20A U.N.O.  CONNECT 

TO EQUIPMENT VIA FLEXIBLE CONDUIT.

-
CLIPSAL                 

WHT20
A

THREE-PHASE WEATHERPROOF ISOLATOR.  MOUNT AT 

1000mm AFFL U.N.O.  RATING 20A U.N.O.  CONNECT TO 

EQUIPMENT VIA FLEXIBLE CONDUIT.  

-
CLIPSAL                 

WHT35
A

A

A

A

A

EXISTING DISTRIBUTION BOARD DB-S TO BE MODIFIED AS NOTED.   UPDATE THE SCHEDULE AND LABELLING 

AT PRACTICAL COMPLETION AND PROVIDE POLE FILLERS / BLACK COVERS AS NECESSARY.

ONE-WAY LIGHT SWITCH 

DB-B

DB-S

THE LIGHT FITTING SUPPLIER CONTACT DETAILS MAY BE AVAILABLE ON THE EDG WEBSITE VIA THE FOLLOWING LINK 

www.edg.net.au/Links/Lighting.htm

DB-A

THREE-PHASE ISOLATOR

TWO-WAY LIGHT SWITCH

WEATHERPROOF POWER 

SINGLE OUTLET (WP)

DISTRIBUTION BOARD DB-B TO BE PROVIDED  AS PART OF THE ADJACENT AUSTRALIANA PROJECT

ONE-WAY LIGHT SWITCH 

SINGLE-PHASE ISOLATOR

WEATHERPROOF POWER 

DOUBLE OUTLET (WP)

DB-WI

DISTRIBUTION BOARD DB-A TO BE PROVIDED  AS PART OF THE ADJACENT AUSTRALIANA PROJECT

EXISTING DISTRIBUTION BOARD DB-W1 TO REMAIN AS IS

C3112a-0002(B).xls Pages inc. any attach. 1 of 2

ELECTRICAL DESIGN GROUP BRISBANE PTY LTD ACN 092 710 793

TRADING AS – ELECTRICAL DESIGN GROUP   ABN 96 092 710 793



C3112a - CURRUMBIN WILDLIFE SANCTUARY - SITE MSB C3112a-0002(B).xls

ELECTRICAL EQUIPMENT SCHEDULE

REVISION B  -  16 NOVEMBER 2023

TYPE LAMPS DESCRIPTION COLOUR / ACCESSORY CATALOGUE No REV

THE LIGHT FITTING SUPPLIER CONTACT DETAILS MAY BE AVAILABLE ON THE EDG WEBSITE VIA THE FOLLOWING LINK 

www.edg.net.au/Links/Lighting.htm

A

A

A

A

A

A

A

A

A

A

A

DB-M NEW DISTRIBUTION BOARD DB-M TO BE PROVIDED  AS PER THE DB-M SCHEDULE AND NOTES

PHASE FAILURE RELAY

DB-RT

M2

DISTRIBUTION BOARD DB-CW TO BE PROVIDED  AS PART OF THE ADJACENT AUSTRALIANA PROJECT

HIGHWAY MSB

M3

M1

DB-CW

EXISTING DISTRIBUTION BOARD DB-RT TO BE RESUPPLIED FROM THE NEW MSB

MSB

MULTI FUNCTION METER WITH REAL TIME DEMAND OUTPUT

MULTI FUNCTION METER WITH REAL TIME DEMAND OUTPUT

EXISTING MAIN SWITCHBOARD ON THE ADJACENT HIGHWAY LOT TO REMAIN AS IS.    REMOVE THE SUBMAIN 

SUPPLYING DB-S AT PRACTICAL COMPLETION.

GC

PFR

NEW MAIN SWITCHBOARD TO BE PROVIDED  AS PER THE SCHEMATIC  AND NOTES

QEMM COMPLIANT REVENUE METER

GENERATOR CONTROLLER

DB-WB EXISTING DISTRIBUTION BOARD DB-WB TO BE RESUPPLIED FROM THE NEW MSB
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DISTRIBUTION BOARD DB-A 

REVISION B  -  18 JANUARY 2024

REV

MAIN SWITCH:   
250A LOAD BREAK 

NON AUTO
A

CABLE 4C70 A

A

A

A

CIRCUIT CONTROL CABLE CIRCUIT

BREAKER (amps) EQUIPMENT SIZE ( mm
2
 ) USE

P1 1 20 RCBO 2.5 GENERATOR BATTERY CHARGER A

P2 1 20 RCBO 2.5 PLANT MAINTENANCE GPO A

P3 1 20 RCBO 2.5 PLANT SUMP PUMP A

P4 B

P5 1 20 RCBO 2.5 ROOF EXHAUST FAN A

P6 3 63 16.0 EXTERNAL DB-RT A

P7 1 20 RCBO 2.5 EXTERNAL MAINTENANCE GPO A

L1 1 20 RCBO 2.5 PLANT LIGHTS A

FAULT CURRENT:   

CHASSIS SIZE:   

6kA

60 POLES

LOCATION

CHASSIS RATING:   

PHASES:   A

250A

CIRC PH

PROVIDE THE DB WITH 2 X 600 WIDE EMPTY DIN RAILS TO ACCOMMODATE FUTURE CONTACTORS AND CONTROLS IN ADDITION TO THE 

CONTROL EQUIPMENT PROVIDED AS PART OF THE  INITIAL WORKS.     PROVIDE THE DB WITH AN AS2293 EMERGENCY LIGHTING 

CONTROL SYSTEM TO CONTROL THE ASSOCIATED EMERGENCY LIGHTS.  
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1.  EXTENT OF WORKS THE ELECTRICAL SERVICES SUB-CONTRACT INCLUDES BUT IS NOT LIMITED TO THE FOLLOWING: -  SUPPLY AND INSTALLATION OF ALL COMPONENTS FORMING PART OF THE ELECTRICAL SERVICES. -  INSPECTIONS. -  TESTING AND COMMISSIONING. -  MAINTENANCE. -  CABLING, CABLE SUPPORT SYSTEMS AND ACCESS. -  POWER DISTRIBUTION. -  LIGHTING. -  AS CONSTRUCTED DOCUMENTS. -  NEGOTIATION AND COORDINATION WITH THE GENERATOR SUPPLIER. -  NEGOTIATION AND COORDINATION WITH ENERGEX FOR THE INSTALLATION OF THE NEW PADMOUNT SUBSTATION AND METERING. -  NEGOTIATION AND COORDINATION WITH THE AUSTRALIAN PROJECT ELECTRICIAN. -  TEMPORARY WORKS. -  ALL MINOR COMPONENTS AND INCIDENTAL WORKS NOT SPECIFICALLY REFERRED TO, HOWEVER NECESSARY TO COMPLETE THE ELECTRICAL SERVICES INSTALLATION SUCH THAT IT IS HANDED OVER COMPLETE, OPERATIONAL AND FIT FOR THE INTENDED USE. PRIOR TO COMMENCING WORK CONSULT SITE MANAGEMENT FOR ANY HAZARDOUS MATERIAL AND OR ASBESTOS REGISTERS AS WELL AS UNDERTAKE A THOROUGH  INSPECTION OF THE SITE TO IDENTIFY ANY POTENTIAL HAZARDOUS MATERIALS, ASBESTOS AND HEALTH OR SAFETY RISKS.  ADVISE THE CONTRACTOR OF ANY POTENTIAL HAZARDOUS MATERIALS, ASBESTOS AND HEALTH OR SAFETY RISKS IF IDENTIFIED AND DO NOT COMMENCE WORK UNTIL AN APPROPRIATE MANAGEMENT PLAN HAS BEEN DEVELOPED AND AGREED TO BY ALL PARTIES. IDENTIFY ALL EXISTING UNDERGROUND SERVICES WITHIN THE SCOPE OF THE WORKS PRIOR TO UNDERTAKING ANY EXCAVATION. SUPPLY ALL LABOUR, MATERIALS, EQUIPMENT, AND ALL OTHER ITEMS, WHETHER MENTIONED IN DETAIL OR NOT, REQUIRED FOR THE SATISFACTORY COMPLETION OF THE ELECTRICAL SERVICES INSTALLATION, LEAVING IN FULL WORKING ORDER TO THE SATISFACTION OF THE PROJECT MANAGER. ACCEPT FULL RESPONSIBILITY FOR LIASING, ARRANGING AND CO-ORDINATION OF ALL WORKS THAT HAVE AN EFFECT ON OR WILL BE AFFECTED BY THE ELECTRICAL SERVICES. REFER TO THE EQUIPMENT SCHEDULE FOR ADDITIONAL REQUIREMENTS. 2.  WORKMANSHIP ENSURE THAT THE ELECTRICAL WORK IS PERFORMED BY THE HOLDER OF A CURRENT ELECTRICAL SUB CONTRACTOR LICENSE AND THE SERVICES COVERED BY THE ACMA IS PERFORMED BY THE HOLDER OF THE APPROPRIATE CURRENT ACMA LICENSE.  ENSURE THE INSTALLATION AND ALL COMPONENTS, FIXTURES, FITTINGS, OUTLETS AND CABLES ARE SUPPLIED AND INSTALLED TO A HIGH STANDARD THROUGHOUT, AND INSTALLED IN A NEAT AND TRADESMAN LIKE MANNER, TO THE CURRENT INDUSTRY STANDARDS.  ENSURE ALL MATERIALS AND COMPONENTS OF A SIMILAR TYPE ARE OF THE SAME MANUFACTURER AND INSTALLED IN A UNIFORM MANNER. IT IS THE ELECTRICAL SUB CONTRACTOR'S RESPONSIBILITY TO ENSURE THAT THE INSTALLATION IS FIT FOR PURPOSE AND IS PROVIDED AS A COMPLETE WORKING INSTALLATION.   IT IS THE ELECTRICAL SUB CONTRACTOR'S RESPONSIBILITY TO PROVIDE ALL COMPONENTS, FITTINGS, FIXTURES, SYSTEMS, PROGRAMMING ETC IRRESPECTIVE OF THE LEVEL DETAILED IN THE DOCUMENTS SUCH THAT THE INSTALLATION IS PROVIDED AS A COMPLETE WORKING INSTALLATION. CONCEAL ALL WIRING AND CONDUITS.   EXPOSED CABLING OR CONDUITS ARE GENERALLY NOT ACCEPTABLE.   IT IS NOTED THAT CHASING AND REINSTATEMENT WILL BE REQUIRED.  ENSURE ALL COMPONENTS, EQUIPMENT AND MATERIALS SUPPLIED ARE NEW, UNUSED, DESIGNED AND SELECTED TO ENSURE SATISFACTORY OPERATION UNDER VARYING ATMOSPHERIC, CLIMATIC, HUMID TROPICAL CONDITIONS WITHOUT DISTORTION AND DETERIORATION IN ANY PART AFFECTING EFFICIENCY AND RELIABILITY OF THE SYSTEMS.  DESIGN AND SELECT ALL EQUIPMENT TO PROVIDE THE NECESSARY SAFETY TO HUMAN LIFE AND PROPERTY DURING OPERATION AND MAINTENANCE WITH PARTICULAR ATTENTION GIVEN TO ELECTRICAL SAFETY AND SEGREGATION PRECAUTIONS. CHECK THE FINISHED PAINTWORK AROUND THE AREA OF EACH INSTALLATION AND TOUCH UP ALL DAMAGED PARTS AND FINISHES AFTER THE INSTALLATION OF THE ELECTRICAL SERVICES. ALL WORKS ARE TO BE CARRIED OUT IN ACCORDANCE WITH THE BUILDER'S PROGRAM.  ENSURE ALL FINAL LOCATIONS OF OUTLETS AND FITTINGS ARE CO-ORDINATED ONSITE WITH THE ARCHITECT AND ALL OTHER SERVICES, TO THE APPROVAL OF THE PROJECT MANAGER.   ALLOW TO CO-ORDINATE THE FINAL LOCATION OF ALL EQUIPMENT, FITTINGS, & OUTLETS, SUCH THAT THEY ARE INSTALLED IN ACCORDANCE WITH THE AS3000 RESTRICTED ZONES, AND ARE NOT COVERED INAPPROPRIATELY. ENSURE THAT ALL METAL SURFACES ARE SUITABLY PROTECTED AGAINST CORROSION, AND THAT ALL PLASTIC MATERIALS ARE UV STABILISED. PROVIDE ALL MATERIALS AS NEW, AND OF THE HIGHEST CLASS AVAILABLE FOR THEIR RESPECTIVE TYPES.  ENSURE ALL ASPECTS OF THE WORK ARE OF A HIGH STANDARD THROUGHOUT, AND INSTALLED IN A NEAT AND TRADESMAN LIKE MANNER, TO THE CURRENT INDUSTRY STANDARDS. 3.  STANDARDS IRRESPECTIVE OF INFORMATION CONTAINED IN THE ELECTRICAL SERVICES DOCUMENTS OR IN INSTRUCTIONS, IT IS THE ELECTRICAL SUB CONTRACTOR'S RESPONSIBILITY TO ENSURE ALL ELECTRICAL SERVICES WORKS ARE INSTALLED IN ACCORDANCE WITH THE REQUIREMENTS OF THE FOLLOWING.   REFER ANY DISCREPANCIES BETWEEN THE REQUIREMENTS OF THE FOLLOWING AND/OR THE ELECTRICAL SERVICES DOCUMENTS AND INSTRUCTIONS TO THE ARCHITECT FOR CLARIFICATION PRIOR TO THE PLACING OF ORDERS, FABRICATION OR INSTALLATION OF THE ITEMS/METHODS IN DISCREPANCY. -  NCC BUILDING CODE OF AUSTRALIA. -  ELECTRICITY ACT. -  ELECTRICAL SAFETY ACT. - ENERGEX REQUIREMENTS. -  THE QUEENSLAND ELECTRICITY CONNECTION MANUAL (QECM) AND QUEENSLAND ELECTRICITY METERING MANUAL (QEMM) -  AS/NZS3000. -  AS3008. -  WORKPLACE HEALTH AND SAFETY ACT. -  TELECOMMUNICATIONS ACT. -  ACMA REQUIREMENTS. 4.  AUTHORITIES ENSURE ALL OF THE ELECTRICAL SERVICES COMPLY WITH THE REQUIREMENTS OF ALL REGULATORY AUTHORITIES HAVING JURISDICTION OVER THE SITE INCLUDING BUT NOT LIMITED TO THE FOLLOWING: -  ACMA. -  LOCAL COUNCIL. -  LOCAL SUPPLY AUTHORITY. -  STATE GOVERNMENT DEPARTMENT OF ENVIRONMENT AND HERITAGE. -  QLD GOVERNMENT, DIVISION OF WORKPLACE, HEALTH AND SAFETY. -  QLD FIRE AND EMERGENCY SERVICES.

AutoCAD SHX Text
5.  CABLES UNLESS OTHERWISE SPECIFIED, INSTALL AND TERMINATE CABLES IN ACCORDANCE WITH THE MANUFACTURERS' RECOMMENDATIONS. DETERMINE THE FINAL ROUTES TO SUIT THE BUILDING STRUCTURE AND SITE CONDITIONS.   UNLESS NOTED OTHERWISE, PROVIDE ALL 240 VOLT POWER AND LIGHTING WIRING AS 2.5mm[2] TWIN & EARTH STRANDED COPPER CONDUCTORS, PVC INSULATED 0.6/1kV V75 GRADE TO AS3174, PROTECTED BY A 20 AMP CIRCUIT BREAKER.  ALL CONDUIT AND FITTINGS TO BE RIGID UPVC TO AS2053, UNLESS NOTED OTHERWISE. 6.  POWER DISTRIBUTION THE POWER DISTRIBUTION COMPONENT OF THIS CONTRACT INCLUDES A TWO STAGE INSTALLATION. STAGE 1 - INTENT THE INSTALLATION IS TO BE ARRANGED TO UTILISE THE EXISTING ENERGEX SUPPLY TO DB-S TO SUPPLY THE SITE WITH THE GENERATOR BEING USED AS A BACK UP TO MEET ANY DEMAND SHORTFALLS UNTIL THE NEW ENERGEX PADMOUNT SUBSTATION BECOMES OPERATIONAL. STAGE 1 - WORKS THE EXISTING DISTRIBUTION BOARD DB-WB IS TO BE DISCONNECTED FROM DB-S AND SUPPLIED FROM THE NEW MSB.    THE EXISTING DISTRIBUTION BOARD DB-RT IS TO BE DISCONNECTED FROM DB-S AND SUPPLIED FROM THE NEW MSB SUPPLIED DISTRIBUTION BOARD DB-M.    THE EXISTING ENERGEX SUPPLY TO DB-S IS TO BE UTILISED TO TEMPORARILY SUPPLY DB-A, DB-B, DB-M AND DB-CW VIA THE NEW MSB.  THE TEMPORARY SUPPLY FROM DB-S TO THE NEW MSB AND THE GENERATOR SUPPLY ARE TO BE PROVIDED WITH DEMAND MONITORING SUCH THAT WHEN THE DEMAND REACHES 150 AMPS FOR MORE THAN 30 SECONDS THE GENERATOR STARTS AND SUPPLIES THE LOAD UNTIL THE DEMAND HAS FALLEN BELOW 100 AMPS FOR MORE THAN 30 MINUTES AT WHICH TIME THE LOAD IS TO BE SWITCHED BACK TO THE DB-S SUPPLY.  THE SUPPLY AND INSTALLATION OF THE DB-A, DB-B AND DB-CW SUBMAINS INTO THE NEW MSB WILL BE BY OTHERS BEING THE AUSTRALIAN PROJECT ELECTRICIAN.  DURING STAGE 1 THE NEW MSB MEN LINK AND RETAIL METERS ARE TO BE DISCONNECTED/ NOT INSTALLED.    THE NEW MSB IS TO CONTAIN THE FACILITY AND ALL NECESSARY APPROVALS SUCH THAT THE MEN LINK AND RETAIL METERING CAN BE SIMPLY INSTALLED / CONNECTED IN STAGE 2. STAGE 2 - INTENT ONCE THE ENERGEX PADMOUNT SUBSTATION BECOMES OPERATIONAL THE EXISTING SERVICE TO DB-S FROM THE HIGHWAY MSB IS TO BE REMOVED AND THE SITE IS TO BE SUPPLIED FROM THE NEW ENERGEX PADMOUNT SUBSTATION VIA THE NEW MSB. STAGE 2 - WORKS CONNECT THE NEW MSB TO THE NEW ENERGEX PADMOUNT SUBSTATION.   PROVIDE / CONNECT  THE NEW MSB WITH A MEN LINK AND RETAIL METERING.  REMOVE THE DEMAND MONITORING CONTROL OF THE GENERATOR AND REPLACE IT WITH CONVENTIONAL PHASE FAILURE CONTROL.   REMOVE THE EXISTING SERVICE TO DB-S FROM THE HIGHWAY MSB.    ADJUST THE CONNECTION OF THE CABLING BETWEEN DB-S TO THE NEW MSB SUCH THAT DB-S IS FEED FROM THE NEW MSB.     THE EXISTING HIGHWAY MSB IS TO REMAIN AS IT IS ON A SEPARATE TITLE TO THE SITE AND SUPPLIES A REMOTE PUMPING STATION. CONFIGURE THE STAGE 2 GENERATOR CONTROL SYSTEM AND MSB CHANGE OVER FACILITY TO THE FOLLOWING OPERATION: A. UPON SUPPLY AUTHORITY POWER FAILURE, THE GENERATOR CONTROL SYSTEM IS TO UPON SUPPLY AUTHORITY POWER FAILURE, THE GENERATOR CONTROL SYSTEM IS TO COMMENCE A 15 SECOND COUNTDOWN. B. ONCE THE SUPPLY POWER HAS NOT BEEN AVAILABLE FOR 15 SECONDS THE STANDBY ONCE THE SUPPLY POWER HAS NOT BEEN AVAILABLE FOR 15 SECONDS THE STANDBY GENERATOR IS TO AUTOMATICALLY START. C. TWENTY SECONDS AFTER STARTING THE STANDBY GENERATOR IS TO AUTOMATICALLY TAKE TWENTY SECONDS AFTER STARTING THE STANDBY GENERATOR IS TO AUTOMATICALLY TAKE 100% OF THE STANDBY LOAD. D. ONCE THE SUPPLY AUTHORITY POWER HAS RETURNED UNINTERRUPTED FOR 5 MINUTES THE ONCE THE SUPPLY AUTHORITY POWER HAS RETURNED UNINTERRUPTED FOR 5 MINUTES THE STANDBY LOAD IS TO AUTOMATICALLY BE RETURNED TO THE SUPPLY AUTHORITY SUPPLY.   THE STANDBY GENERATOR IS TO CONTINUE RUNNING FOR A FURTHER 10 MINUTES BEFORE AUTOMATICALLY SHUTTING DOWN. SHOULD THE SUPPLY AUTHORITY SUPPLY STATUS CHANGE DURING ANY OF THE TIMED DELAYS, THE TIMED DELAY IS TO RECOMMENCE. IF THE SUPPLY AUTHORITY SUPPLY RETURNS DURING THE INITIAL 30 TIMED DELAY (A) THE STANDBY GENERATOR IS TO START AND AUTOMATICALLY STEP INTO THE (D) 10 MINUTE RUN ON BEFORE AUTOMATICALLY SHUTTING DOWN.  IF DURING THIS PERIOD THE SUPPLY AUTHORITY SUPPLY FAILS THE INITIAL (A) 30 COUNTDOWN IS TO RECOMMENCE. ALL OF THE EXISTING ELECTRICAL SERVICES INCLUDING CIRCUITS, CABLING AND OUTLETS THAT BECOME REDUNDANT ARE TO BE REMOVED.   ANY INTERRUPTION TO THE POWER SUPPLY TO ANY SERVICES OUTSIDE OF THE AREA OF WORKS MUST BE RESTRICTED TO OUTSIDE OF THE SANCTUARYS OPERATING HOURS AND MUST BE ADVISED TO THE OPERATOR IN WRITING TWO WEEKS PRIOR. -  REMOVAL OF ALL EXISTING REDUNDANT SERVICES. PROVIDE THE NEW MSB AS / WITH: -  SHOP DRAWINGS FOR APPROVAL. -  PLINTH MOUNTED. -  316 STAINLESS STEEL. -  LIGHT GREY ENCLOSURE. -  WHITE ESCUTCHEONS WITH LIFT OFF HINGES AND 1/4 TURN LATCHES TO SECURE THE ESCUTCHEON THAT REMAIN PART OF THE ESCUTCHEON. -  SWITCHBOARD DOORS ARE NOT REQUIRED. -  FORM 1 -  ENSURE ALL CABLE CONNECTIONS CAN BE THERMALLY SCANNED WITHOUT ISOLATING THE POWER. -  EACH CUBICAL CONTAINING SWITCHGEAR IS TO CONTAIN AN AUTOMATIC TEMPERATURE CONTROLLED ANTI CONDENSATION HEATER. -  THE RETAIL METER IS TO BE A SEPARATE WALL MOUNTED PANEL WITH THE SAME SPECIFICATION AS THE MSB. PROVIDE DB-M AS/WITH: -  SHOP DRAWINGS FOR APPROVAL. -  WALL MOUNTED. -  316 STAINLESS STEEL. -  LIGHT GREY ENCLOSURE. -  WHITE ESCUTCHEONS WITH LIFT OFF HINGES AND 1/4 TURN LATCHES TO SECURE THE ESCUTCHEON THAT REMAIN PART OF THE ESCUTCHEON. -  92268 KEY LOCKABLE DOOR. -  FORM 2a -  ENSURE ALL CABLE CONNECTIONS CAN BE THERMALLY SCANNED WITHOUT ISOLATING THE POWER. REFER TO THE DISTRIBUTION BOARD DB-M SCHEDULE FOR ADDITIONAL DB-M REQUIREMENTS AND CIRCUIT DETAILS.
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Note
ENERGEX will not commision the transformer until the transformer site has
been completed to ENERGEX specifications (including the concrete
surround).

ENERGEX specifications for construction of the transformer site and
installation of conduits on private property are available at the following web
address.
https://swp.energex.com.au/service_providers/technical_docs/asp/technical_documents.asp

Underground Distribution Construction Manual 00305 v16
Section C1 - Conduits
Section C2 - Excavations & Reinstatements

The site contractor is to refer all substation construction queries to their
electrical consultant.

Section C3 - Padmount Transformer Sites

Commercial and Industrial Substations Manual 00293 v11
Section 14 - Drawing 11040-A4-14-33 Sht 2

TYPICAL CROSS SECTION - 11KV AND C&I (FOOTPATH ON PUBLIC FOOTPATHS)TYPICAL TRENCH CROSS SECTION FOR ENERGEX CONDUITS IN PRIVATE PROPERTY
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1.  FLOOD LEVEL RL 3.4 AHD.

2.  PADMOUNT SUBSTATION RL 4.0 AHD.

3.  ROAD RL 2.5 AHD.

4.  FOR ALL ENERGEX RELATED CONSTRUCTION QUERIES THE
ELECTRICAL DESIGN GROUP ON
0418 893 338 IS THE FIRST POINT OF CALL.

5.  THE BUILDING WITHIN 4m OF THE PADMOUNT SUBSTATION IS
PROTECTED BY A FRL 120/120/120 BARRIER.

6.  THERE ARE NO HYDRANTS WITHIN 0m OF THE PADMOUNT
SUBSTATION AS PER THE REQUIREMENTS OF AS2419.1.

7.  THERE ARE NO TELSTRA / NBN PITS OR PILLARS WITHIN 2m OF
THE PADMOUNT SUBSTATION.

8.  THE GENERATOR AND FUEL TANK ARE TO BE INSTALLED IN
ACCORDANCE WITH AS 1940.

9.  THE SUBSTATION SITE LOCATION COMPLIES WITH THE
HAZARDOUS AREA CLEARANCE REQUIREMENTS OF AS/NZS1940.

10.  THERE ARE NO GAS SERVICES WITHIN 20M OF THE PADMOUNT
SUBSTATION SITE AS PER THE REQUIREMENTS OF AS/NZS 5601.1.

11.  THE PADMOUNT SUBSTATION IS NOT LOCATED WITHIN 20M OF
A SWIMMING POOL. 12.  CIVIL RPEQ CERTIFICATION (FORM 15) WILL
BE PROVIDED FOR THE DESIGN OF ALL RETAINING WALLS.

13.  CIVIL RPEQ CERTIFICATION (FORM 16) WILL BE PROVIDED TO
CERTIFY ALL CIVIL CONSTRUCTION WORKS PROVIDED BY THE
CUSTOMER.

14.  THE ELECTRICAL PLANT STRUCTURE AND COMPONENTS ARE
TO BE INSTALLED IN ACCORDANCE WITH THE NCC BCA 2022.

15.  THE PADMOUNT SITE MUST BE INSPECTED BY ENERGEX AND
HANDED OVER TO ENERGEX AT LEAST 6 WEEKS PRIOR TO THE
SUPPLY DATE.

NOTES:

energex

M
SB

1.  DO NOT RUN ANY PRIVATE SERVICES CABLING THROUGH THE
CULVERT.

2.  BACKFILLING OF THE PADMOUNT SITE AFTER THE ENERGEX
WORKS ARE COMPLETE IS TO BE BY THE CUSTOMER.   THE
BACKFILLING IS TO BE COMPACTED BEFORE THE FINAL
RESTORATION OF THE CONCRETE SURROUND BY THE CUSTOMER
AS PER THE ENERGEX SPECIFICATIONS.

3.  A 2M WIDE SECTION OF THE CONCRETE SURROUND IN FRONT
OF THE TRANSFORMER IS TO BE UN-REINFORCED SECTIONED WITH
CONSTRUCTION JOINTS FOR EASY REMOVAL.
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