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1. FLOOD LEVEL RL 3.4 AHD.

2. PADMOUNT SUBSTATION RL 4.0 AHD.
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\ SETBACK
3. ROAD RL 2.5 AHD. <<§ \\
4. FOR ALL ENERGEX RELATED CONSTRUCTION QUERIES THE \ >,
ELECTRICAL DESIGN GROUP ON — 2 x 100 DIA L ACTUAL 1380mm x 1332mm V\(é
0418 893 338 IS THE FIRST POINT OF CALL. A / ng“gﬂ“ﬁgs MAINS \ gEgEgFVES&EEOBVNVgAEéENIP 01 \é
/// \\ . - - . z
5. THE BUILDING WITHIN 4m OF THE PADMOUNT SUBSTATION IS \E03/" B MAIN i 4 \\ W
PROTECTED BY A FRL 120/120/120 BARRIER. SWITCHROOM i v [, - 4 AQTUAL 2000mm x 1700mm \\
FRADSRLEER PRECAST CONCRETE BASE
6. THERE ARE NO HYDRANTS WITHIN Om OF THE PADMOUNT o0 SLAB (UNSTABLE SOIL ONLY). \\
SUBSTATION AS PER THE REQUIREMENTS OF AS2419.1. E,Q) \\ VRS
GENERATOR /) = \ \\
7. THERE ARE NO TELSTRA /NBN PITS OR PILLARS WITHIN 2m OF 1300 2000 ?E%ﬁégg\REEéNTHW?ggN oM T \
THE PADMOUNT SUBSTATION. A = [ 4\ 2075mm X, 2000mm. W
e o i “ \ N
8. THE GENERATOR AND FUEL TANK ARE TO BE INSTALLED IN S ACCESS — 190mm THIGK BLOCK WALL TO \\
ACCORDANCE WITH AS 1940. STAIRS RUN AROUND\ALL FOUR (4) W\
SIDES OF THE PADMOUNT
SUBSTATION. \ A
9. THE SUBSTATION SITE LOCATION COMPLIES WITH THE \ N
HAZARDOUS AREA CLEARANCE REQUIREMENTS OF AS/NZS1940. \ \\
10. THERE ARE NO GAS SERVICES WITHIN 20M OF THE PADMOUNT (| b= \\ W
SUBSTATION SITE AS PER THE REQUIREMENTS OF AS/NZS 5601.1. =1 \ \\
11. THE PADMOUNT SUBSTATION IS NOT LOCATED WITHIN 20M OF 4 \ \\
A SWIMMING POOL. 12. CIVIL RPEQ CERTIFICATION (FORM 15) WILL ENERGEX LEADIN CONDL}US_ \
BE PROVIDED FOR THE DESIGN OF ALL RETAINING WALLS. f ! < REFER TO DRAWING C3112a-E02 \\
N / FOR THE EXTENT. \
\ A \ \
13. CIVIL RPEQ CERTIFICATION (FORM 16) WILL BE PROVIDED TO - B - \ W\
CERTIFY ALL CIVIL CONSTRUCTION WORKS PROVIDED BY THE \\ | \
CUSTOMER. oo AGCCT EASEMENT — — — T T T T T T T T T T T T T T T e [T \ ''''''''''''' AGCCCEASEMENT  — — — — T T T T T T T T T T R A\ - *l
6118 \ \ o\
14. THE ELECTRICAL PLANT STRUCTURE AND COMPONENTS ARE \ \\
TO BE INSTALLED IN ACCORDANCE WITH THE NCC BCA 2022. ~
DETAILED PLAN
15. THE PADMOUNT SITE MUST BE INSPECTED BY ENERGEX AND ELECTRICAL PLANT
HANDED OVER TO ENERGEX AT LEAST 6 WEEKS PRIOR TO THE SCALE  1:50
SUPPLY DATE.
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BNO 100 DIA PVC PIPES INSTALLED \ NOTES:
VERTICALLY FROM RL 4.0 THROUGH \
ALL FOOTINGS AND FILL TO EXTEND ‘
100MM INTO THE NATURAL GROUND BY \\ 1. DO NOT RUN ANY PRIVATE SERVICES CABLING THROUGH THE
THE CUSTOMER TO ACCOMMODATE THE 4500 \ CULVERT.
ENERGEX EARTH RODS. \
\ 2. BACKFILLING OF THE PADMOUNT SITE AFTER THE ENERGEX
\ \‘\ WORKS ARE COMPLETE IS TO BE BY THE CUSTOMER. THE
® \ BACKFILLING IS TO BE COMPACTED BEFORE THE FINAL
THE LOCAL CUSTOMER \ RESTORATION OF THE CONCRETE SURROUND BY THE CUSTOMER
~_ EARTH IS TO BE \ AS PER THE ENERGEX SPECIFICATIONS.
<5~ PROVIDED BY THE p \\
CUSTOMER AND WILL .
NOT BE CONNECTED TO R 2800 \ 3. A2M WIDE SECTION OF THE CONCRETE SURROUND IN FRONT
SUBTSI-TETEI,\(I)E\IR(EE\éTH \ OF THE TRANSFORMER IS TO BE UN-REINFORCED SECTIONED WITH
' 0 \\ CONSTRUCTION JOINTS FOR EASY REMOVAL.
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