
LOCATED IN DISTRIBUTION BOARD
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DALI DRIVER
CONTROLLER

TO LIGHTING CONTROL
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DISTRIBUTION BOARDS
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TS MULTI CHANNEL, 7 DAY DIGITAL
ADJUSTABLE TIME SWITCH
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DALI LOOP

230V SWITCHED CIRCUIT
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MANUAL

230V SWITCHED CIRCUIT ACCESS LIGHTING CONTROL SCHEMATIC

NON-DALI
230V SWITCHED CIRCUIT CONTROLLED

TYPICAL DYNALITE LIGHTING CONTROL SYSTEM
(LOCATED LEVEL 3 OF BLOCK G)

CE1 ACCESS LIGHTING CONTROL CONTACTORS
TIMER INITIALLY SET 5PM-6AM

CONTROLLED
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SUPPLY
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DYNALITE
DALI DRIVER
CONTROLLER
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RELAY

CONTROLLER
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PHOTO ELECTRIC CELL LOCATION AND
SENSITIVITY TO BE CONFIRMED ON SITE

BUILDING STRUCTURE

CEILING FAN TO BE FIXED TO BUILDING STRUCTURE
IN LOCATIONS NOMINATED ON THE LAYOUT PLANS

LIGHTING CIRCUIT

SENSOR LINK
WALL SWITCH

(CLIPSAL PRO )
IF REQUIRED, REFER

TO LAYOUT DRAWINGS

MASTER SENSOR SLAVE SENSOR NON DALI SWITCHED LUMINAIRES
FAN TO BE 4 BLADE METAL,
1400MM DIA. WHITE FINISH

2500MM MIN. FROM
FINISHED FLOOR LEVEL

TYPICAL MOTION DETECTOR LIGHTING CONTROL
TYPICAL CEILING FAN INSTALLATION DETAIL

CONCRETE ROUTE MARKERS
(TYPICAL).

WIDTH TO SUIT CONDUIT ARRANGEMENT
AS 3396 CLASS B COVER
(INFILL WHEN INSTALLED

IN PAVEMENT)

PAVEMENT

H2
H1

MARKER TAPE (TYPICAL).
100 MIN

50

1400 MAX 50 MIN

100

HV

HV
75

C

300 MIN 100 MIN LV

SUPPLY AUTHORITY
TRENCH

PRIVATE
TRENCH

TYPICAL UNDERGROUND CABLE DUCT LAYOUT

TELECOMMUNICATIONS (80 DIA)

400 / 230V CONDUIT (100 DIA)

HV UP TO 11kV (150 DIA)

S

F

SECURITY (80 DIA)

FIRE SERVICES (80 DIA)

EARTH FILL

DRAINAGE
GRAVEL

A
-

ELECTRICAL AND COMMUNICATIONS
PIT DETAIL

HV
100 MIN

100

HV HV

300 MIN STONE FREE
BEDDING SAND

DETAIL APPLICABLE TO CATERGORY 'A' WIRING SYSTEM (AS/NZS 3000:2007) AND AS/CA S009. REFER TO
SPECIFICATION FOR TRENCHING AND BACKFILLING REQUIREMENTS. ALL UNDERGROUND WIRING
SYSTEMS SHALL BE SPACED NOT LESS THAN 100mm FROM OTHER UNDERGROUND SERVICES.

50 LV

LV LV

LV

100
MIN

50

C S

50

F ROADWAY MIN 75mm CONTINUOUS
POURED CONCRETE

50 MIN MINIMUM CONCRETE COLLER

DIMENSION 'H1'
DIMENSION 'H2'

750
450

350
300

550
300

(COLLER TO BE REBATED WHEN
INSTALLED IN PAVEMENT)

EXPANSION JOINT
(WHEN INSTALLED

IN PAVEMENT)

BEDDING LAYER

COMPACTED
SAND/CLEAN FILL

A -

PAVEMENT

OTHER LOCATIONS PAVEMENT

GROUNT JOINT CUT
INTO PAVERS

COMMUNCATIONS/
ELECTRICAL

230V SWITCHED CIRCUIT
DALI LOOP (NOT USED)

PROVIDE A MIN. OF 3 ADDITIONAL
SUPPORTS FIXED TO STRUCTURE

EVENLY AROUND THE CEILING FAN

PROVIDE FAN EXTENSION ROD
TO SUIT REQUIRED FAN HEIGHT

WIRING TO FAN CONTROLLER

T-BAR CEILING

350MM MIN.

NOTES:
1. REFER TO DRAWING E01 FOR LEGEND AND GENERAL NOTES
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